ETag: "9bfe00fecc1ebe2ebbed4763db33fbf1"
accept: */*
authorization: LOW egIosupuQipGriwZ:REDACTED_BY_IA_S3
connection: close
content-length: 518482
expect: 100-continue
host: s3.us.archive.org
user-agent: iFixitS3PHPClass
x-amz-acl: public-read
x-amz-auto-make-bucket: 1
x-amz-date: Thu, 28 Feb 2013 19:29:58 GMT
x-archive-interactive-priority: 1
x-archive-meta-author: IAquaponics
x-archive-meta-date: 2013
x-archive-meta-description: The project uses the DHT22 sensor to monitor temperature and relative humidity in an aquaponics system.  The data is uploaded to a bare-bones application on Google App Engine and visualized with Google Chart Tools. <a href="http://makeprojects.com/Project/Aquaponics+-+Online+Temperature+and+Humidity/3375/1">See original source.</a>
x-archive-meta-device: Arduino
x-archive-meta-difficulty: Easy
x-archive-meta-language: eng
x-archive-meta-licenseurl: http://creativecommons.org/licenses/by-nc-sa/3.0/us/
x-archive-meta-mediatype: texts
x-archive-meta-sponsor: iFixit
x-archive-meta-subject: howto;make
x-archive-meta-title: Arduino
x-archive-meta-type: How To
x-archive-meta-upload-date: Thu, 28 Feb 13 12:21:02 -0700
x-archive-meta-year: 2013
